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SAILING DIRECTIONS CORRECTIONS

PUB 193               7 Ed 1998                      LAST NM 14/99
Page 119—Lines 30 to 47/R; strike out.

(NIMA) 37/99

Page 120—Lines 1 to 46/L; strike out.
(NIMA) 37/99

Page 120—Lines 1 to 49/R; strike out.
(NIMA) 37/99

Page 121—Lines 1 to 49/L; read:
Regulations.—For information concerning Pilotage in

Swedish waters, Swedish Ice Procedures, Restricted Areas
and Semi-restricted Areas, see Pub. 140, Sailing Directions
(Planning Guide) North Atlantic Ocean, Baltic Sea, North
Sea, and the Mediterranean Sea.

Denmark has established a voluntary reporting system
called SHIPPOS. The objective of the system is to ensure the
safety of navigation and to reduce the risk of pollution, on
the Danish coasts and waters that may result from the
grounding or collision of oil, gas, and chemical carriers. The
system applies to all vessels in Danish waters in the Baltic
Sea, including the transit routes. For further information on
SHIPPOS, see Pub. 140, Sailing Directions (Planning Guide)
North Atlantic Ocean, Baltic Sea, North Sea, and the
Mediterranean Sea.

Caution.—Vessels constrained by their draft may be
encountered in the waters described in this sector and along
the transit routes. Such deep-draft vessels may not be able to
change course in critical areas without risking the danger of
running aground.

Ramholmen to Vinga

Ramholmen(57˚52'N., 11˚33'E.)
(NIMA) 37/99

Page 146—Line 23/R; read:
round tower, 46m high, standing near the S coast. A racon is
situated at the light.

(US CH 44036) 37/99

Page 147—Lines 16 to 20/L; read:
long time after the rest of the ice has disappeared.
0.0 Route T lighted buoy No. 1 is moored about 6 miles NE of
Skagen Light.

(9(335)99 Kobenhavn) 37/99

Page 147—Line 25/L; read:
advisable to request a pilot at least 12 hours in advance
with a confirmation 3 hours before arrival. Pilots board
in positions about 3 miles N (Skagen 1) and 4 miles E
(Skagen 2) of Skagens Light.

(46(1076)98 Kobenhavn) 37/99

Page 147—Lines 27 to 29/L; read:
buoys marking the extremity of Skagens Rev due to t
strong current which frequently sweeps round the spit.

(US CH 44036) 37/99

Page 147—Lines 1 to 4/R; strike out.
(US CH  44036) 37/99

Page 149—Lines 28 to 38/L; read:
0.0 Byrum Church stands 4 miles E of the W extremity o
Laeso. It has a prominent steeple, 30m high.
0.0 Vestero Havn (57˚18'N., 10˚56'E.) is a small fishing and
ferry harbor protected by two breakwaters. Vessels up
70m in length, 12m beam, and 3.4m draft can b
accommodated. Local knowledge is required. A promine
church, with a red steeple, is situated in the town close S
the harbor.

(Dan Havneloden 1999) 37/99

Page 149—Line 42/L; read:
2m high. A main light is shown from a prominent round
tower, 18m high, standing on Nordre Ronner, about 4
miles N of Vestero Havn.

(US CH 44036) 37/99

Page 149—Lines 8 to 35/R; read:
moored at the E side of this shoal.
0.0 Route T lighted buoy No. 3 (57˚28'N., 11˚25'E.), equippe
with a racon, is moored about 6 miles ENE of Laeso Trinde
0.0 Laeso NE Flak, with depths of less than 10m, exten
about 4 miles NNE from Syrodde. The NE extremity of thi
bank is steep-to. A shoal, with a depth of 5.6m, lies near t
NE end and is marked by a lighted buoy. Strong curren
have been experienced in the vicinity of this buoy.
0.0 Osterby Havn (57˚19'N., 11˚08'E.) (World Port Index No.
30425) is a small fishing and yachting harbor. It lies 2 mile
W of Syrodde and is protected by two breakwaters. Vess
up to 50m in length, 10m beam, and 3.3m draft can
accommodated. Local knowledge is advised.
0.0 Jegenshoj, located 1 mile ENE of the harbor, is fronted
foul ground which terminates in Engelskmandsbanke. Th
bank lies about 1.2 miles NNE of the harbor and has a de
of 4.3m. Phonixgrund, with a depth of 1.8m, lies about
miles WNW of Osterby Havn.
0.0 The N coast of Laeso offers excellent shelter from a
winds except those from the N. Good anchorage can
obtained within Jegans Bugt, a bay lying W of the entran
to Osterby Havn. The roadstead has depths of 7m, stones
0.0 Caution.—Vessels not intending to anchor off Laes
should not approach the N coast of the island within dept
of less than 20m, when the weather is bad.
0.0 A danger area, with a radius of 150m, lies centered abo
0.7 mile NW of Osterby Havn and may best be seen on t
chart. Anchoring and fishing are prohibited within this are
due to the presence of mines.

(US CH 44036; Dan Havneloden 1999) 37/9
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Page 150—Lines 17 to 18/L; read:
0.0 There is also good anchorage for small vessels S of Laeso
NW Rev. This roadstead off the W side of the island has
depths of 5 to 15m, sand and pebbles with good holding
ground.
0.0 A conspicuous radio mast stands, at an elevation of 154m,
in the SE part of the island, about 2.2 miles ENE of Byrum
Church.
0.0 A meterological survey mast, 60m high, is reported (1999)
to stand about 14 miles S of Syrodde.

(19(562)99 Kobenhavn; Dan Havnelodsen 1999) 37/99
Page 2


